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GRYFFIN TIGERTAPETM SHORTBARB

SHORT BARB TIGERTAPE™ SPECIFICATIONS

· Galvanized Blade Strip
· Galvabond G2 0.55mm Thick
· Coating Class Z275• Hardness HR30T 50-60 (typical)
· Surface Finish: Spangled
· Surface Treatment: Chromated
· Australian Standard AS 1397

Tape Configuration
· Clusters of barbs at 25mm(+/-1mm) centres
· Each barb 10mm (approx) long with needle sharp points.
· Width of barbed tape: 14mm.

Hard-Drawn Galvanized Spring Steel Wire Range 2
· Standard: AS 1472/1979
· Diameter: 2.5mm (+/-0.02)
· Tensile Strength: 1730-1950 MPa
· Galvanizing: Galvanized 125g/m2 (min)
· Class WO5 AS4534-1998.

Concertina Clips
· Galvabond G2 1.6mm Thick x 9.7mm wide
· Coating Class Z275
· Hardness HR30T 50-60 (typical)
· Surface Finish: Spangled
· Surface Treatment: Chromated
· Australian Standard AS 1397

Origin: Australia.
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GRYFFIN TIGERTAPETM SHORTBARB

Concertina Format

· Diameters available - Ø550, Ø760 and Ø980mm

Flatloop Format

· Diameters available - Ø470, Ø550 and Ø760mm
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8 Bessemer Road
Bayswater, Victoria - 3153
Telephone: (03) 8720 9400

GRYFFIN PTY LTDThis drawing includes the principles of  design and is submitted by
GRYFFIN PTY LTD with the agreement that it not to be reproduced,
copied or loaned in part or whole.  It is not to be used in any manner that
may constitute a detriment directly or indirectly to GRYFFIN PTY LTD.
Acceptance of  this drawing will be constructed as an agreement to the
above.

Email: sales@gryffin.com.au
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